UB12120 (12V12Ah)

PHYSICAL SPECIFICATIONS

Nominal Voltage 12V
Nominal Capacity (20HR) 12Ah
Length 151 +/-1mm(5.94 inches)
Di . Width 99 +/-1mm(3.90 inches)
1IMenNsions Height 96 +/-2mm(3.78 inches)
Total Height 102 +/-2mm(4.02 inches)
Weight Approx. 4.0 kg (8.821bs)
Standard Terminal F1 — Faston Tab No.187
Dimensions (mm) Standard Termin mm
F1(Fas Tab No.18)
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UB12120 (12V12Ah)

ELECTRICAL SPECIFICATIONS

0h 0354 | 12 Ah Max. Discharge Current (5 sec.) 100A
our rate (U.
Capaci 10 hour rate (0.63A) | 10.8 Ah
pacity 5 hour rate (1.12A) 9.6 Ah Initial Charging Current less
1 hour rate (4.2A) 7.2 Ah Cucle than 3.6A Voltage 14.40V ~
Y 15.00V at 20°C(68°F)
. 40°C (l 0401;') 105% Constant Temp Coefﬁcient—30mV/°C
i?/p;‘;ﬁlypfriifj 20°C(68°F) 100% \(’:Ehage
O, o arge
0°C(32°F) 85% Initial Charging Current less than

3.6A Voltage 13.50V ~ 13.80V at
Standby %00(: (680F)
Temp. Coefficient-20mV/°C

Internal Resistance Fully charged battery (20°C,
68°F) 20milliohms

Discharge Characterigtics (20C, 68°F)
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Dishcharge Characteristics (0°C/32°F, 40°C/104 °F)
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